
Wemake building easy.





Product Selection Guide

STORAGE AND HANDLING

The EASY T&G profiles are sturdily built and designed to engage even when wet. But dry, undamaged panels install

faster and easier, so maximize the time you can save by following these suggestions on the job site:

NOTES

*	 This application does not require a tongue and groove product. The use of EASY T&G provides enhanced performance.

**	 Recommended thickness exceeds the minimum required thickness specified in the National Building Code of Canada, 	

	 and will provide enhanced performance.

***	 Recommended only for applications where panels are fully protected against damage and moisture before and after 	

	 installation, and is not permitted under ceramic tiles applied with adhesive. The subfloor shall be fastened to supports

	 using annular grooved nails, and elastomeric glue should be applied between plywood and supports, and between �

	 the T&G.

	

RECOMMENDATIONS SUITABLE FOR RESIDENTIAL APPLICATIONS UNDER PART 9 OF THE NBCC.

			For other applications, please contact us.
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CONDITIONS�

OF USE

RECOMMENDED

GRADE

RECOMMENDED THICKNESS (mm)

SPACING OF SUPPORTS

300 400 500 600

15.5 15.5 15.5 15.5

15.5 15.5 15.5 18.5

15.5 15.5 15.5 18.5

15.5 15.5 15.5 18.5

15.5

12.5 12.5 12.5 12.5

15.5 15.5 18.5

18.5 18.5 NR NR

b) Used under matched 	hardwood
	 flooring not less than 7.9 mm thick�

laid at right angles to the joists

c) Used under separate 	plywood
underlay not less than 6 mm thick

d) Used with concrete 	topping applied
to subfloor

	a) Used under carpeting

b) Used under resilient floor finishes

a) Used under matched wood strip
	 flooring not less than 19 mm thick�
	 laid at right angles to the joists

*

** **

** **

** **
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** ** ** **

** **

***

*

	 � Cover plywood bundles with plastic or tarp

	 � Use three supports as dunnage to prevent sagging

	 � Do not mix CANPLY EASY T&G with other T&G's





There's no easier, faster ormore�

cost effective way of sheathing�

floors and roofs.

Get the competitive edge and save

time andmoney on your next project with the

finest structural panels on themarket today.

CANPLY members manufacture

and market two patented

tongue and groove panels

under the name EASY T&G,

formerly known as COFI ROOF

& COFI FLOOR.

These premium T&G products

are differentiated by the shape

of the profile and by thickness.

EASY T&G is engineered to

engage easily with a built in

expansion gap.

EASY T&G plywood panels are

available in a wide range of

grades and thicknesses.

The name says it all.



Canadian Plywood Association

735 West 15th Street�

North Vancouver, B.C.�

Canada V7M 1T2

Tel: (604) 981-4190�

Fax: (604) 981-4196

Email: info@canply.org

Web: www.canply.org




