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To write a correct specification for plywood,

the main points to consider are:
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How to Speclfy CANPLY EXTERIOR Plywood

Manufacturer's Mill Number
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1. Product Designation

2. Nominal Thickness

3. Manufacturing Standard

4. Grade

5. Additional Info (if necessary)

Example Specifications

Floor Sheathing
Product Designation: CANPLY EXTERIOR
Easy T&G Floor plywood

Nominal Thickness: 15.5 mm
Manufacturing Standard: CSA 0151 CSP
Grade: Select Tight Face Cleaned and Sized

Concrete Formwork

Product Designation: CANPLY EXTERIOR
COFI FORM SP PLUS PLYWOOD

Nominal Thickness: 17 mm

Manufacturing Standard: CSA 0121 DFP
Grade: Medium Density Overlaid - Two sides
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Indicates that the plywood
has been manufactured by
a CANPLY member and is
quality certified

- Indicates a completely waterproof
glue bond

Indicates species designation:

DFP (Douglas Fir plywood),

CSP (Canadian Softwood plywood)
or Poplar plywood

" Indicates the CSA
manufacturing standard

Roof Sheathing
Product Designation: CANPLY EXTERIOR
Easy T&G Roof plywood

MNominal Thickness: 12.5 mm
Manufacturing Standard: CSA 0151 CSP
Grade: Sheathing

Permanent Wood Fountations

Product Designation: CANPLY EXTERIOR PLYWOOQOD
Nominal Thickness: 15.5 mm

Manufacturing Standard: CSA 0151 CSP

Grade: Sheathing

Additional Information: Preservative treatment to
CAN/CSA-080.15

Contact CANPLY Member Companies to buy Canadian Plywood:

ATCON

PLYWOOD INC.

CANOE
brand®

Federated Co-operatives Limited

Richmeond Plywood Corporation Lid.

JoLKO :

Tolko Industries Limited

www.canply.org

CrRVP

Thompson River
Veneer Products

A Weyerhaeuser

West fraser Mills Ltd




